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PO Box 1520

Midland DC, WA, 6936, AUSTRALIA
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Caution

Ensure you have backed up all algorithms and other data of your H9000 prior to use of this product.
You use these algorithms, chains, presets, sessions and/or other content entirely at your own risk and
to all extents allowable under the law of Western Australia, Godlike Productions is not liable for loss
of damage, direct, consequential or otherwise.
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Introduction

Introduction

This manual is for the H9000 SPL Widener Algorithm by Godlike Productions.

This algorithm has a h9a algorithm file and many also feature presets. Unfortunately
Eventide have not provided a way to load all of the algorithms and presets as a bundle,
so they need to be installed individually.

There are two ways to load algorithms, as outlined below. If you are not interested
in the presets for the algorithms, then you can load them into the user area starting at
Algorithm ID 10100, in any order that you like.

If you want to install the presets, then you will need to either load the algorithms into the
ID’s as outlined in the table below (which will allow you to just install the presets without
modification), or you will need to use our preset tool available at https://godlike.com.au/
index.php?id=479 to change the presets to match the location of the algorithm. Presets
reference the algorithm name and number, and if they don’t match, then the preset will
not load, or will cause etrofs.

The table below shows the algorithm location and name when they were generated, and
are what the supplied presets match without modification.

ID Algorithm
10105 | SPL Stereo Widener

Installation and Activation

The following instructions give an example of how to install the algorithms and presets
using two different methods. Use the table above to load the algorithms to the correct
ID. This procedure will need to be repeated for each algorithm and sets of presets.

Method 1 - Install from USB

*  Unzip the Algorithm and any presets. Copy the h9a file as well as the .9kp files to
your USB drive and insert into your H9000.

* Long press the front panel Save/Import button; the Load Options screen will appeat.

*  Use the cursor up/down buttons or the wheel to navigate to Algorithms and press
the Enter Key.
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Use the cursor up/down keys or wheel to select the Super Wrap Lite algorithm and
then press the SELECT Key.

If you do not wish to load presets, then you can use this algorithm as is. If you wish
to use the presets, you will need to repeat this proceedure until this algorithm appears
as the algorithm number corresponding to the table above, or you can install it and
use our H9000 Preset Tool to renumber your Presets to the location where you have
installed this algorithms. If you have installed to the desired ID, copies at lower
numbers can be safely deleted using Emote (see below).

After you have used the Preset Tool, open the .9kp files from your USB drive using
the same procedure.
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Method 2 - Install fTrom Emote

Unzip the Algorithm and any Presets.
In Emote, select Algorithm -> Import
Navigate to the unzipped h9a file and press open.

If you do not wish to load presets, then you can use this algorithm as is. If you wish
to use the presets, you will need to repeat this proceedure until this algorithm appears
as the algorithm number corresponding to the table above, or install it, and then use
our H9000 Preset Tool to modify the presets.

You can safely delete lower numbered algorithms used to bump this to the desired
number by right clicking on the lower numbered algorithm and selecting Delete.
Continue doing this until the only copy of the algorithm is the one loaded into slot
correct ID number.

To load the presets select Preset and then Open. Navigate to the .9kp preset files
and press Open.
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SPL Stereo Widener

The diagram below shows the signal flow of this algorithm.

> Side
) Processor
. —> >
Stereo Input > Mix Gain Stereo
> —> L3y Outputs
Width Gain
Parameters
Parameter Description Range
Width Width controls the amount of stereo widening. -100% to
Negative values reduce the width towards mono 100%

center, positive values enhance stereo contentina | Default: 0%
subtle and phase coherent manner.

Gain This adds boost or cut after the processing. -60dB to 30dB
Default: 0dB

This algorithm emulates the width control on an SPLL Mk2 T Vitalizer. This is a subtle
phase coherent stereo widener that is an evolution than simple M/S balancing. SPL
describe this as follows:

“The Stereo Expander potentiometer controls the width of the stereo image. Working on
established inter-channel phase principles, the Stereo Expander control is be used to increase the
subjective soundstage width of any stereo source. The off-center signals of the stereo source are
detected and fed back to the opposite channel phase inverted. This effect can be applied to overall
mixces as well as to single instruments which have been recorded in stereo. 1ery interesting is the
spreading of the stereo image of overbead mics of drum-sets or choruses or horn sections.”

For a demo of this algorithm visit https://youtu.be/DvPFkscYsso
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